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HAZARDOUS MATERIALS ABATEMENT NOTES GENERAL NOTES
THE HAZARDOUS MATERIALS ABATEMENT CONTRACTOR SHALL REMOVE AND A STATE OF CONNECTICUT ALTERNATE WORK PRACTICE (AWP) HAS BEEN
DISPOSE OF ASBESTOS CONTAINING PIPE AND PIPE FITTING INSULATION AS ACM. APPROVED FOR USE ON THIS PROJECT. SEE SECTION 028211 ASBESTOS
ABATEMENT FOR MORE INFORMATION.
THE HAZARDOUS MATERIALS ABATEMENT CONTRACTOR SHALL REMOVE AND THIS PROJECT REQUIRES MULTIPLE MOBILIZATIONS AND COMTAINMENTS.
DISPOSE OF ASBESTOS CONTAMINATED DEBRIS AS ACM. THE HAZARDOUS MATERIALS ABATEMENT CONTRACTOR IS RESPONSIBLE
FOR COORDINATING ABATEMENT WORK WITH THE GENERAL CONTRACTOR,
CONSTRUCTION ADMINISTRATOR, AND/OR BUILDING OWNER.
\  THE HAZARDQUS MATERIALS ABATEMENT CONTRACTOR SHALL REMOVE AND
0 CONTAINERIZE POTENTIAL LEAD CONTAINING PLASTER WALLS FOR TCLP THE HAZARDOUS MATERIALS ABATEMENT CONTRACTOR SHALL BE
— COLLECTION. FOLLOWING RESULTS OF TCLP, DISPOSE OF PLASTER WALLS AS RESPONSIBLE FOR THE VERIFICATION OF ALL EXISTING CONDITIONS AND
ASBESTOS WASTE OR HAZARDOUS LEAD WASTE MIXED WITH ASBESTOS BASED QUANTITIES AND FOR NOTIFYING THE CONSULTANT OF ANY DISCREPANCIES
ON RESULTS. THE CONTRACTOR'S INDUSTRIAL HYGIENIST IS RESPONSIBLE FOR PRIOR TO FINALIZING BID.
TCLP COLLECTION, ANALYSIS, AND PROVIDING RESULTS TO THE HOSPITAL.
THE HAZARDOUS MATERIALS ABATEMENT CONTRACTOR IS RESPONSIBLE FOR
PROVIDING TEMPORARY WATER, POWER, AND HEAT AS NEEDED AT THE SITE.
e TEMPORARY LIGHTING WITHIN THE WORK AREAS MUST BE CONNECTED TO
= GROUND FAULT CIRCUIT INTERRUPTER (GFCi) POWER PANELS INSTALLED BY
A STATE OF CONNECTICUT LICENSED ELECTRICIAN AND LOCATED OUTSIDE GOF
THE WORK AREAS.
i THE BUILDING MATERIAL DEBRIS (SPRAY APPLIED FIREPROOFING, LOCSE
5B BLOCK, ETC.) LOCATED IN THE VERTICAL CHASE ARE REQUIRED TO BE
REMOVED AND DISPOSED AS ASBESTOS CONTAMINATED DEBRIS. REMOVAL
AND DISPOSAL IS REQUIRED TO BE CONDUCTED WITHIN A NEGATIVE
. o PRESSURE CONTAINMENT.
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HAZARDOUS MATERIALS ABATEMENT NOTES GENERAL NOTES

THE HAZARDOUS MATERIALS ABATEMENT CONTRACTOR SHALL REMOVE AND A STATE OF CONNECTICUT ALTERNATE WORK PRACTICE (AWP) HAS BEEN

DISPOSE OF ASBESTOS CONTAINING PIPE AND PIPE FITTING INSULATION AS ACM. APPROVED FOR USE ON THIS PROJECT. SEE SECTION 028211 ASBESTOS
ABATEMENT FOR MORE INFORMATION.

THE HAZARDOUS MATERIALS ABATEMENT CONTRACTOR SHALL REMOVE AND THIS PROJECT REQUIRES MULTIPLE MOBILIZATIONS AND CONTAINMENTS.

DISPOSE OF ASBESTOS CONTAMINATED DEBRIS AS ACM. THE HAZARDOUS MATERIALS ABATEMENT CONTRACTOR {S RESPONSIBLE

FOR COORDINATING ABATEMENT WORK WITH THE GENERAL CONTRACTOR,

CONSTRUCTION ADMINISTRATOR, AND/OR BUILDING OWNER.
THE HAZARDOUS MATERIALS ABATEMENT CONTRACTOR SHALL REMOVE AND

CONTAINERIZE POTENTIAL LEAD CONTAINING PLASTER WALLS FOR TCLP THE HAZARDOUS MATERIALS ARATEMENT CONTRACTOR SHALL BE
COLLECTION. FOLLOWING RESULTS OF TCLP, DISPOSE OF PLASTER WALLS AS RESPONSIBLE FOR THE VERIFICATION OF ALL EXISTING CONDITIONS AND
ASBESTOS WASTE OR HAZARDOUS LEAD WASTE MIXED WITH ASBESTOS BASED QUANTITIES AND FOR NOTIEYING THE CONSULTANT OF ANY DISCREPANCIES
ON RESULTS. THE CONTRACTOR'S INDUSTRIAL HYGIENIST IS RESPONSIBLE FOR PRIOR TO FINALIZING BID.

TCLP COLLECTION, ANALYSIS, AND PROVIDING RESULTS TO THE HOSPITAL.
THE HAZARDOUS MATERIALS ABATEMENT CONTRACTOR IS RESPONSIBLE FOR
PROVIDING TEMPORARY WATER, POWER, AND HEAT AS NEEDED AT THE SITE.
TEMPORARY LIGHTING WITHIN THE WORK AREAS MUST BE CONNECTED TO
GROUND FAULT CIRCUIT INTERRUPTER (GFCl) POWER PANELS INSTALLED BY
A STATE OF CONNECTICUT LICENSED ELECTRICIAN AND LOCATED OUTSIDE OF
THE WORK AREAS.

THE BUILDING MATERIAL DEBRIS (SPRAY APPLIED FIREPROOFING, LOOSE
BLOCK, ETC.) LOCATED IN THE VERTICAL CHASE ARE REQUIRED TO BE
REMOVED AND DISPOSED AS ASBESTOS CONTAMINATED DEBRIS. REMOVAL

emm——— AND DISPOSAL IS REQUIRED TO BE CONDUCTED WITHIN A NEGATIVE
PRESSURE CONTAINMENT.

S . SEE ARCHITECTS RENOVATION AND DEMOLITION SECTIONS FOR ADDITION
iiiii D : - - INFORMATION.
e m - > ; T CONSTRUCTION OF HARD BARRIERS TO BE INCLUDED IN CONTRACTORS WORK

S PLAN TO BE APPROVED BY HOSPITAL OR HOSPITAL'S REPRESENTATIVE.
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HAZARDOUS MATERIALS ABATEMENT NOTES GENERAL NOTES
THE HAZARDOUS MATERIALS ABATEMENT CONTRACTOR SHALL REMOVE AND A STATE OF CONNECTICUT ALTERNATE WORK PRACTICE (AWP) HAS BEEN
DISPOSE OF ASBESTOS CONTAINING PIPE AND PIPE FITTING INSULATION AS ACM. APPROVED FOR USE ON THIS PROJECT. SEE SECTION 028211 ASBESTOS
ABATEMENT FOR MORE INFORMATION.
THE HAZARDOUS MATERIALS ABATEMENT CONTRACTOR SHALL REMOVE AND THIS PROJECT REQUIRES MULTIPLE MOBILIZATIONS AND CONTAINMENTS.
) DISPOSE OF ASBESTOS CONTAMINATED DEBRIS AS ACM. THE HAZARDOUS MATERIALS ABATEMENT CONTRACTOR IS RESPONSIBLE
o FOR COORDINATING ABATEMENT WORK WITH THE GENERAL CONTRACTOR,
CONSTRUCTION ADMINISTRATOR, AND/OR BUILDING OWNER.
THE HAZARDOUS MATERIALS ABATEMENT CONTRACTOR SHALL REMOVE AND
CONTAINERIZE POTENTIAL LEAD CONTAINING PLASTER WALLS FOR TCLP THE HAZARDOUS MATERIALS ABATEMENT CONTRACTOR SHALL BE
COLLECTION. FOLLOWING RESULTS OF TCLP, DISPOSE OF PLASTER WALLS AS RESPONSIBLE FOR THE VERIFICATION OF ALL EXISTING CONDITIONS AND
ASBESTOS WASTE OR HAZARDOUS LEAD WASTE MIXED WITH ASBESTOS BASED QUANTITIES AND FOR NOTIFYING THE CONSULTANT OF ANY DISCREPANCIES
ON RESULTS. THE CONTRACTOR'S INDUSTRIAL HYGIENIST IS RESPONSIBLE FOR PRIOR TO FINALIZING BID.
TCLP COLLECTION, ANALYSIS, AND PROVIDING RESULTS TO THE HOSPITAL.
THE HAZARDOUS MATERIALS ABATEMENT CONTRACTOR IS RESPONSIBLE FOR
PROVIDING TEMPORARY WATER, POWER, AND HEAT AS NEEDED AT THE SITE.
TEMPORARY LIGHTING WITHIN THE WORK AREAS MUST BE CONNEGTED TO
- GROUND FAULT CIRCUIT INTERRUPTER (GFC!) POWER PANELS INSTALLED BY
A STATE OF CONNECTICUT LICENSED ELECTRICIAN AND LOCATED OUTSIDE OF
THE WORK AREAS.
THE BUILDING MATERIAL DEBRIS (SPRAY APPLIED FIREPROOFING, LOOSE
BLOCK, ETC.) LOCATED IN THE VERTICAL CHASE ARE REQUIRED TO BE
REMOVED AND DISPOSED AS ASBESTOS CONTAMINATED DEBRIS. REMOVAL
AND DISPOSAL IS REQUIRED TO BE CONDUCTED WITHIN A NEGATIVE
O gy PRESSURE CONTAINMENT.
SEE ARCHITECTS RENOVATION AND DEMOLITION SECTIONS FOR ADDITION
INFORMATION.
o ] CONSTRUCTION OF HARD BARRIERS TO BE INCLUDED IN CONTRACTORS WORK
| 1 ] PLAN TO BE APPROVED BY HOSPITAL OR HOSPITAL'S REPRESENTATIVE.
|
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HAZARDOUS MATERIALS ABATEMENT NOTES GENERAL NOTES

THE HAZARDOUS MATERIALS ABATEMENT CONTRACTOR SHALL REMOVE AND A STATE OF CONNECTICUT ALTERNATE WORK PRACTICE (AWP) HAS BEEN

DISPOSE OF ASBESTOS CONTAINING PIPE AND PIPE FITTING INSULATION AS ACM. APPROVED FOR USE ON THIS PROJECT., SEE SECTION 028211 ASBESTOS
ABATEMENT FOR WMORE INFORMATION.

THE HAZARDOUS MATERIALS ABATEMENT CONTRACTOR SHALL REMOVE AND THIS PROJECT REQUIRES MULTIPLE MOBILIZATIONS AND CONTAINMENTS.

DISPOSE OF ASBESTOS CONTAMINATED DEBRIS AS ACM. THE HAZARDOUS MATERIALS ABATEMENT CONTRACTOR IS RESPONSIBLE

FOR COORDINATING ABATEMENT WORK WITH THE GENERAL CONTRACTOR,

CONSTRUCTION ADMINISTRATOR, AND/OR BUILDING OWNER.
THE HAZARDOUS MATERIALS ABATEMENT CONTRACTOR SHALL REMOVE AND

CONTAINERIZE POTENTIAL LEAD CONTAINING PLASTER WALLS FOR TCLP THE HAZARDOUS MATERIALS ABATEMENT CONTRACTOR SHALL BE
COLLECTION. FOLLOWING RESULTS OF TCLP, DISPOSE OF PLASTER WALLS AS RESPONSIBLE FOR THE VERIFICATION OF ALL EXISTING CONDITIONS AND
ASBESTOS WASTE OR HAZARDOUS LEAD WASTE MIXED WITH ASBESTOS BASED QUANTITIES AND FOR NOTIFYING THE CONSULTANT OF ANY DISCREPANCIES
ON RESULTS. THE CONTRACTOR’S INDUSTRIAL HYGIENIST IS RESPONSIBLE FOR PRIOR TO FINALIZING BID.

TCLP COLLECTION, ANALYSIS, AND PROVIDING RESULTS TO THE HOSPITAL.
THE HAZARDOUS MATERIALS ABATEMENT CONTRACTOR IS RESPONSIBLE FOR
PROVIDING TEMPORARY WATER, POWER, AND HEAT AS NEEDED AT THE SITE.
TEMPORARY LIGHTING WITHIN THE WORK AREAS MUST BE CONNECTED TO
GROUND FAULT CIRCUIT INTERRUPTER (GFCl) POWER PANELS INSTALLED BY
A STATE OF CONNECTICUT LICENSED ELECTRICIAN AND LOCATED OQUTSIDE OF
THE WORK AREAS.

THE BUILDING MATERIAL DEBRIS (SPRAY APPLIED FIREPROOFING, LOOSE
BLOCK, ETC.) LOCATED IN THE VERTICAL CHASE ARE REQUIRED TO BE
REMOVED AND DISPOSED AS ASBESTOS CONTAMINATED DEBRIS. REMOVAL
AND DISPOSAL IS REQUIRED TO BE CONDUCTED WITHIN A NEGATIVE
PRESSURE CONTAINMENT.

SEE ARCHITECTS RENOVATION AND DEMOLITION SECTIONS FOR ADDITION
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INFORMATION.
A T = S I CONSTRUCTION OF HARD BARRIERS TO BE INCLUDED IN CONTRACTORS WORK
e “ w SV Ay PLAN TO BE APPROVED BY HOSPITAL OR HOSPITAL'S REPRESENTATIVE.
- B L]
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THE HAZARDOUS MATERIALS ABATEMENT CONTRACTOR SHALL REMOVE AND A STATE OF CONNECTICUT ALTERNATE WORK PRACTICE (AWP) HAS BEEN

DISPOSE OF ASBESTOS CONTAINING PIPE AND PIPE FITTING INSULATION AS ACM. APPROVED FOR USE ON THIS PROJECT. SEE SECTION 028211 ASBESTCS
ABATEMENT FOR MORE INFORMATION.

THE HAZARDOUS MATERIALS ABATEMENT CONTRACTOR SHALL REMOVE AND THIS PROJECT REQUIRES MULTIPLE MOBILIZATIONS AND CONTAINMENTS.

DISPOSE OF ASBESTOS CONTAMINATED DEBRIS AS ACM. THE HAZARDOUS MATERIALS ABATEMENT CONTRACTOR IS RESPONSIBLE
FOR COORDINATING ABATEMENT WORK WITH THE GENERAL CONTRACTOR,

_ CONSTRUCTION ADMINISTRATOR, AND/OR BUILDING OWNER.
/ THE HAZARDOUS MATERIALS ABATEMENT CONTRACTOR SHALL REMOVE AND
0 CONTAINERIZE POTENTIAL LEAD CONTAINING PLASTER WALLS FOR TCLP THE HAZARDOUS MATERIALS ABATEMENT CONTRACTOR SHALL BE

COLLECTION. FOLLOWING RESULTS OF TCLP, DISPOSE OF PLASTER WALLS AS RESPONSIBLE FOR THE VERIFICATION OF ALL EXISTING CONDITIONS AND

ASBESTOS WASTE OR HAZARDOUS LEAD WASTE MIXED WITH ASBESTOS BASED QUANTITIES AND FOR NOTIFYING THE CONSULTANT OF ANY DISCREPANCIES

ON RESULTS. THE CONTRACTOR'S INDUSTRIAL HYGIENIST S RESPONSIBLE FOR PRIOR TO FINALIZING BID.

TCLP COLLECTION, ANALYSIS, AND PROVIDING RESULTS TO THE HOSPITAL.
THE HAZARDOUS MATERIALS ABATEMENT CONTRACTOR IS RESPONSIBLE FOR
PROVIDING TEMPORARY WATER, POWER, AND HEAT AS NEEDED AT THE SITE.
TEMPORARY LIGHTING WITHIN THE WORK AREAS MUST BE CONNECTED TO
GROUND FAULT CIRCUIT INTERRUPTER (GFCI) POWER PANELS INSTALLED BY
A STATE OF CONNECTICUT LICENSED ELECTRICIAN AND LOCATED QUTSIDE OF
THE WORK AREAS.
THE BUILDING MATERIAL DEBRIS (SPRAY APPLIED FIREPROOFING, LOOSE
BLOCK, ETC.) LOCATED IN THE VERTICAL CHASE ARE REQUIRED TO BE
REMOVED AND DISPOSED AS ASBESTOS CONTAMINATED DEBRIS. REMOVAL
AND DISPOSAL IS REQUIRED TO BE CONDUCTED WITHIN A NEGATIVE
PRESSURE CONTAINMENT.
SEE ARCHITECTS RENOVATION AND DEMOLITION SECTIONS FOR ADDITION
INFORMATION.
CONSTRUCTION OF HARD BARRIERS TO BE INCLUDED IN CONTRACTORS WORK
PLAN TO BE APPROVED BY HOSPITAL OR HOSPITAL'S REPRESENTATIVE.

. NAE TUBING REQUIRED HARD BARRIER REQUIRED : S 7 HARD BARRIER REQUIRED
TO BE RUN ABOVE CEILING AT WINDOW OPENING AT WINDOW OPENING
oy . NAE TUBING REQUIRED
,,,,,,, TO BE RUN ABOVE CEILING
H i I.-.-[\.\ ,,,,, k Iall!.\\
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DEMOLITION / CONSTRUCTION NOTES
(1) EXISTING WALL TO REMAN, PATCH AND REPAIR AS REQUIRED TO MATCH EXISTING.
2 HR RATED HORIZONTAL SHAFT WALL 2 HR RATED HORIZONTAL SHAFT (3) OUT INTO EXISTING RATED MASONRY SHAFT FOR NEW RATED ACCESS PANEL, PATCH AND MATCH EXISTING PLASTER FINSH
NER-258 WALL—NER—758. ON RATED MASONRY INFILL. PRIME AND PAINT WALL FROM BASE TO CEILNG AND FROM INSIDE/OUTSIDE CORNER TO
N 1 INCH CYPSUM SHAFTWALL LINFR PANELS INSIDE /QUTSIDE CORNER, COLOR TO MATCH EXISTING. i .
[ [ HASTING ACTTO REMAIN C—H STUDS, 24 INCHES o.c. MAX (3) DXSTING DOOR, FRAME, AND HARDWARE TO REMAIN. PROTECT DURING DEMOLITION AND CONSTRUCTION ¢
3 LAYERS 1/2 INCH FIRECODE C GYPSUM ACTIVITIES. PREPARE FRAME SURFACE FOR NEW PAINT.  REPAINT, COLOR TO MATCH EXISTING, m
REFER 1O REPORT FOR ADDITIONAL (4) EXISTING BASE TO' REMAIN. PROTECT DURING DEMOLTTION AND CONSTRUCTION ACTIVIES. PATCH AND REPLACE ANY @
: INFORMATION DAMAGED BASE TO MATCH EXISTING, m
REMOVE AND REINSTALL ELECTRICAL WALL OUTLET ADJACENT TO NEW ACCESS PANEL. PATCH | “ ,
7 HR RATED TEMPORARY PARTITION DESIGN O R rehe L To e e WOMEN'S =" WOMEN >
NO. U411: LOCKER ¢ TOILET :
e o ) REMOVE EXISTING HANDRAILS AND BUMPERS AS REQUIRED TO INSTALL THE NEW RATED ACCESS |
w mvwmmm%\ 8 Wz%ﬂ jﬁm xﬂ o%mm %z ® DOOR AND FRAME. PROVIDE NEW HANDRAILS AND BUMPERS TO MATCH EXISTING. G303 i G=98-C (0.
._ NCH x 20 GA. MTL STU M. |
(ABATEMENT AREA) (L0B8Y) o 160c. MIN (7) EXISTNG FLOOR FINISH TO REMAIN. PROTECT DURING DEMOLITION AND CONSTRUCTION | Bl
L -C. W » ACTIVITES. PATCH AND REPLACE ANY DAMAGED FLOOR FINISHES TO MATCH EXISTING.
- 2 LAYERS 5/8 INCH TYPE X GWB
- REFER TO DESIGN NO. FOR ADDITIONAL (8) EXISTING ACT CEILING SYSTEM TO REMAIN. PROTECT DURING DEMOLITION AND CONSTRUCTION ACTIVIES. REPLACE ANY
NEORMATION DAMAGED CEILING TILE AND GRID SYSTEM TO MATCH EXISTING. -
— — (9) EXISTING SOFFIT/HEADER TO REMAIN, PROTECT DURING DEMOLITION AND CONSTRUCTION ACTITIES.
| 70) REMOVE EXISTING PAIR DOORS AND RELATED HARDWARE FOR FUTURE REINSTALL. INSTALL TEMPORARY 44" WIDE RATED
— | TEMPORARY RATED PARTITION DOOR, FRAME © DOOR LEAF WITH SURFACE MOUNTED CONTINUOUS HINGE, LEVER HARDWARE AND CLOSURE, DOOR RATING TO MATCH CORRIDOR
@) AND HARDWARE: EXISTING.  PROVIDE ADDITIONAL TEMPORARY RATED LEAF WITH FLUSH BOLT TO INFILL EXISTING OPENING OF EXISTING H.M. G
H.M. DOOR- B LABEL 1 1/2 HOUR FRAME. FIELD VERIFY ALL DIMENSIONS. MAINTAIN
1 1/2 PR HINGES, {0A REMOVE EXISTING PAIR DOORS AND RELATED HARDWARE FOR FUTURE REINSTALL. INSTALL NEW 36" WIDE DOOR LEAF T R
LOCKSET WITH LEVER TRIM WITH SURFACE MOUNTED CONTINUOUS HINGE, LEVER HARDWARE AND CLOSURE, DOOR RATING TO MATCH EXISTING. RATED SHAFT STORAGE
CLOSER | PROVIDE ADDITIONAL TEMPORARY RATED LEAF WITH FLUSHBOLT TO INFILL EXISTING OPENING OF EXISTING H.M. FRAME. — WARD SUPPLIES
NOTE: DOOR AND FRAME COMPLIANT FIELD VERIFY ALL DIMENSIONS. G—91-C
W/NFPABO & UL10C (1) PROVIDE TEMPORARY 90 MIN. FIRE DAMPER FOR DUCT EXHAUST THRU WALL. COORINDATE SIZE AND LOCATION OF NEW 24"x48" FIRE RATED
\ OPENING WITH ACM ABATEMENT CONTRACTOR. 1 1/2 HOUR 'B’ LABEL _
SENERAL NOTE. (12) TEMPORARILY RELOCATE EXISTING FIRE EXTINGUISER FROM CLOSET TO TEMPORARY RATED WALL ENCLOSURE, PROVIDE NEW ELEVATOR : ACCESS DOOR “
: FIRE EXTINGUISER HOOK. REINSTALL FIRE EXTINGUISER INTO CLOSET AFTER CONSTRUCTION HAS BEEN COMPLETED ON G015 | TR ] ]
SEAL/FIRESTOP JOINT OF TEMPORARY THE CURRENT FLOOR. PROVIDE AND INSTALL NEW WALL HUNG HOOK.
mWﬂmmwmﬂmgmwm%_mmw&mjmmﬁw%@%mﬂ%mz (3) TEMPORARILY RELOCATE EXISTING FIRE EXIT PLAN SIGN TO TEMPORARY RATED WALL ENCLOSURE WITH WALL HUNG r\ D.W. 1 D.W.
2 HR RATED TEMPORARY PARTITION L n ATTACHMENT.  REINSTALL FIRE EXIT PLAN SIGN BACK TO PRIOR LOCATION AFTER CONSTRUCTION HAS BEEN COMPLETED ON
_ | 10 REMAIN WHEN TEMPORARY PARTITION 1S THE CURRENT FLOOR. PROVIDE AND INSTALL NEW WALL HUNG HOOK. S
DESIGN NO. U411, W/30 MIN. REMOVED
DOOR/FRAME ASSEMBLY . (14) TEMPORARILY RELOCATE EXISTING CEILING HUNG “ELEVATOR RECALL” DEVICE FROM UNDER TEMPORARY RATED ENCLOSURE.
| | REINSTALL "ELEVATOR RECALL” DEVICE BACK TO PRIOR LOCATION AFTER CONSTRUCTION HAS BEEN COMPLETED ON THE
b 2-HOUR RATED TEMPORARY ENCLOSURE CURRENT FLOOR. REPAR OR REPLACE ALL DAMAGED CEILING TILE TO MATCH EXISTING. CLEVATOR CLEVATOR
\A1.1/ SCALE 3/4" = 1-07 (15) PROVIDE TEMPORARY 2 HR RATED SHAFT WALL ENCLOSURE AT ELEVATOR DOOR OPENING, DO NOT FASTEN OR G013 G012
MECHANICALLY ATTACH SYSTEM TO ELEVATOR DOOR JAMBS, PATCH AND REPAIR FINISHES TO MATCH EXISTING.
(16) PROVIDE TEMPORARY B LABEL 1 1/2 HR HOLLOW METAL 3'-0" x 6'—8" x 1 3/4” DOOR AND HOLLOW METAL FRAME
ASSEMBLY.
(17) PROVIDE TEMPORARY HEAT DETECTION INSIDE TEMPORARY RATED ENCLOSURE TIED INTG THE EXISTING SIMPLEX SYSTEM. SEW 2HR RATED |
TEMPORARY
(1) TEMPORARY RELOCATE EXISTING CEILING HUNG/MOUNTED WiFI, SECURITY, OCCUPANCY SENSORS, DEVICES, ETC. FROM ELEVATOR | LOBBY  tue 0SURE REF | ELEVATOR
UNDER TEMPORARY RATED ENCLOSURE. COORDINATE TEMPORARY LOCATION WITH HOSPITAL PRIOR TO REMOVAL. G014 TO DETAIL 3/A11 G011
REINSTALL DEVICES BACK TO PRIOR LOCATION AFTER CONSTRUCTION HAS BEEN COMPLETED ON THE CURRENT FLOOR. |
PATCH AND REPAIR ANY DAMAGED CEILING TILE/GRID TO MATCH EXISTING.
REMOVE EXISTING CYLINDER, B
INSTALL NEW CYLINDER PER NEW 247°x48" FIRE RATED 1 1/2 HOUR 'B
SECTION 083113 KEYED TO EXISTING GLASS PANEL | ABEL ACCESS DOOR, PAINT TO MATCH /1 BUILDING 1 - GROUND FLOOR
VAMC MASTER KEY SYSTEM. EXISTING WALL FINISH. G TOILET et 1
c/ \A1.1) SCALE 1/47 = 10 =
| 11192
MAINTAIN P e ow
- \ EXISTING 2HR S % !
o o RATED SHAFT NEW 24"x48" FIRE RATED )
\ \ c  PANT PLASTER \ = NyRpt i) h
/ / L /\ b ACCESS DOOR .m
T i / = y = ELEVATOR . :
/ o 7 = e e o d f =
i/ \ ” X = 1015 : i
N / . 1 N i OW. | | D.W =y e T
N \ ] . .
N N nR_u T w g 41 3 | : - t
/ f = £, )
D A AN
/rmxﬁ_zm STONE VENEER — EXISTING STONE VENEER
A EXISTING DOOR/FRAME H EXISTING DOOR /FRAME C CLEVATOR CLEV
- TO REMAIN = TO REMAIN - o173 |
1012 KEY PLAN
/4 ELEVATOR LOBBY ELEVATIONS - GROUND FLOOR
A1.1/ SCALE 1/4" = 1°-0" NEW 2HR RATED TEMPORARY. .
PARTITION mZOrOmCmm.mMﬂywv
TO DETAIL 3/A1.1 L
REMOVE EXISTING CYLINDER ELEVATOR S Ey L OBRY FLEV, HEAT DETECTION: (NOTE 17)
INSTALL NEW CYLINDER PER NEW 247x48” FIRE RATED 1 1/2 HOUR 'B 1014 1o A PROVIDE HEAT DETECTION IN THE TEMPORARY ENCLOSURE TIED INTO THE EXISTING SIMPLEX SYSTEM. ALL
SECTION 085113 KEYED TO LABEL ACCESS DOOR, PAINT TO MATCH CQUIPMENT AND COMPONENTS SHALL BE NEW AND THE MANUFACTURES CURRENT MODEL. ALL EQUIPMENT SHALL BE
VAMC MASTER KEY SYSTEM. CYISTING. WAL FINISH. TESTED AND LISTED 8Y UNDERWRITERS LABORATORIES, INC. FOR USE AS PART OF A FIRE ALARM  SYSTEM. THE
Q — / AUTHORIZED REPRESENTATIVE OF THE MANUFACTURE OF THE MAJOR EQUIPMENT SHALL CERTIFY THAT THE
PAINT PLASTER —= PAINT PLASTER INSTALLATION COMPLIES WITH ALL MANUFACTURERS' REQUIREMENTS AND THAT SATISFACTORY TOTAL  SYSTEM OPERATION
) NEW CORNER GUARD PAINT PLASTER 4— HAS BEEN ACHIEVED.
, T0O MATCH EXISTING — o — c K
, | NEW HANDRAIL/GUARD . - L7 - B 8. HEAT DETECTORS:
y T 0 MATCH EXISTING % = ’ =] s ]y . . 1. HEAT DETECTORS SHALL BE OF THE ADDRESSABLE RESTORABEL RATE CONPENSATED FIXED-TEMPERATURE
N : . = SPOT TYPE.
N RN - - ~ - . 7. DETECTORS SHALL HAVE A MINIMUM SMOOTH CEILING RATING OF 2,500 SQUARE FEET (230 SQUARE
. NEW WALL BUMPER e o | =l JETERS)
N TO MATCH EAISTING ol = = — ek gty 3. INTERMEDIATE TEMPERATURE RATED (200 DEGREES F (93 DEGREES C)) HEAT DETECTORS SHALL BE
/ﬁmx_ﬂ_zm BASE 4mxwm§o BASE SRR A LA !m_ UTILIZED.
A EXISTING DOOR/FRAME B EXISTING DOOR/FRAME = ﬁﬂmm.“‘ﬂnwﬂu. ,,,,,,,, H A O, INSTALLATION SHALL BE IN ACCORDANCE WITH NFPA 70, 72, 90A AND AS RECOMMENDED BY THE MAJOR
TO REMAIN TO REMAIN \ — gl 2 | FQUIPMENT MANUFACTURE. FIRE ALARM WIRING SHALL BF INSTALLED IN CONDUIT AND ALL PENFTRATIONS OF
/ I SMOKE AND FIRE BARRIERS SHALL BE PROTECTED.
JGY  ADMINISTRATION ]
— PRA N e
/5> ELEVATOR LOBBY ELEVATIONS - FIRST FLOOR /2, BUILDING 1 - FIRST FLOOR |
AT SiE 17# = 10 ALY SOE T/ T KEY PLAN | O0% CONSTRUCTION DOCUMENTS
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_ _ _ : e MAINTAIN DATA -
(1) EXISTING WALL TO REMAIN, PATCH AND REPAIR AS REQUIRED TO. MATCH EXISTING. MANTAIN CLOSET
CUT INTO EXISTING RATED MASONRY SHAFT FOR' NEW RATED ACCESS PANEL, PATCH AND WMATCH EXISTING PLASTER FINSH RATED SHAFT
ON RATED MASONRY INFILL. PRIME AND PAINT WALL FROM BASE TO CEILING AND FROM INSIDE/QUTSIDE CORNER TO o NEW 244487 FIRE RATE
INSIDE/OUTSIDE CORNER, COLOR TO- MATCH EXISTING, T |2 HOUR B LaBEL
(3) CXISTING DOOR, FRAME, AND HARDWARE TO REMAIN. PROTECT DURING DEMOLITION AND CONSTRUCTION \
~ ACTVITIES. PREPARE FRAME SURFACE FOR NEW PAINT. REPAINT, COLOR TO MATCH EXISTING. e
(4) FXISTING BASE TC REMAIN. PROTECT DURING DEMOLITION AND CONSTRUCTION ACTIIES. PATCH AND REPLACE ANY
DAMAGED BASE TO MATCH EXISTING, D.W.
(5) REMOVE AND REINSTALL ELECTRICAL WALL OUTLET ADJACENT TO NEW ACCESS PANEL. PATCH
AND REPAIR WALL TO MATCH EXISTING.
(5) REMOVE EXISTING HANDRAILS AND BUMPERS AS REQUIRED TO INSTALL THE NEW RATED ACCESS
DOOR AND FRAME. PROVIDE NEW HANDRAILS AND BUMPERS TO MATCH EXISTING.
(7) EXISTING FLOOR FINISH TO REMAIN. PROTECT DURING DEMOLITION AND CONSTRUCTION PASS.
ACTIVITES. PATCH AND REPLACE ANY DAMAGED FLOOR FINISHES TO MATCH EXISTING. CLEV.
(8) EXISTING ACT CEILING SYSTEM TO REMAIN. PROTECT DURING DEMOLITION AND CONSTRUCTION ACTMIES. REPLACE ANY 2012
DAMAGED CEILING TILE AND GRID SYSTEM TO MATCH EXISTING. :
(9) EXISTING SOFFIT/HEADER TO REMAIN, PROTECT DURING DEMOLITION AND CONSTRUCTION ACTMTIES. »
(10) REMOVE EXISTING PAIR DOORS AND RELATED HARDWARE FOR FUTURE REINSTALL INSTALL TEMPORARY 44" WIDE RATED NEW 2HR RATED TEMPORARY
DOOR LEAF WITH SURFACE MOUNTED CONTINUOUS HINGE, LEVER HARDWARE AND CLOSURE, DOOR RATING TO MATCH 10 DETAL 3/AT1
EXISTING.  PROVIDE ADDITIONAL TEMPORARY RATED LEAF WITH FLUSH BOLT TO INFILL EXISTING OPENING OF EXISTING HM. B ASS
FRAME. FIELD VERIFY ALL DIMENSIONS. | .
(0B REMOVE EXISTING PAR DOORS AND RELATED HARDWARE FOR FUTURE REINSTALL. INSTALL NEW 36" WIDE DOOR LEAF FLEV. LOBBY ELEV.
WITH SURFACE MOUNTED CONTINUOUS HINGE, LEVER HARDWARE AND CLOSURE, DOOR RATING TO MATCH EXISTING. 2—-80—M 2011
PROVIDE ADDITIONAL TEMPORARY RATED LEAF WITH FLUSHBOLT TO INFILL EXISTING OPENING OF EXISTING H.M. FRAME.
FIELD VERIFY ALL DIMENSIONS. S
]
(11) PROVIDE TEMPORARY 90 MIN. FIRE DAMPER FOR DUCT EXHAUST THRU WALL. COORINDATE SIZE AND LOCATION OF - f !
OPENING WITH ACM ABATEMENT CONTRACTOR. .
(1) TEMPORARILY RELOCATE EXISTING FIRE EXTINGUISER FROM CLOSET TO TEMPORARY RATED WALL ENCLOSURE, PROVIDE NEW .
FIRE EXTINGUISER HOOK. REINSTALL FIRE EXTINGUISER INTO CLOSET AFTER CONSTRUCTION HAS BEEN COMPLETED ON
THE CURRENT FLOOR. PROVIDE AND INSTALL NEW WALL HUNG HOOK. S
(13) TEMPORARILY RELOCATE EXISTING FIRE EXIT PLAN SIGN TO TEMPORARY RATED WALL ENCLOSURE WITH WALL HUNG LINEN R -« = -
ATTACHMENT.  REINSTALL FIRE EXIT PLAN SIGN BACK TO PRIOR LOCATION AFTER CONSTRUCTION HAS BEEN COMPLETED ON —
THE CURRENT FLOOR. PROVIDE AND INSTALL NEW WALL HUNG HOOK. 2149 .
(1) TEMPORARLY RELOCATE EXISTING CEILNG HUNG "ELEVATOR RECALL” DEVICE FROM UNDER TEMPORARY RATED ENCLOSURE. Ty e e ey T ) - o Bl
REINSTALL "FLEVATOR RECALL™ DEVICE BACK TO PRIOR LOCATION AFTER CONSTRUCTION HAS BEEN COMPLETED ON THE = = -
CURRENT FLOOR. REPAIR OR REPLACE ALL DAMAGED CEILING TILE TO MATCH EXISTING. -
. b —
(15) PROVIDE TEMPORARY 2 HR RATED SHAFT WALL ENCLOSURE AT ELEVATOR DOOR OPENING, DO NOT FASTEN OR U > [ERILE 3209 N m
MECHANICALLY ATTACH SYSTEM TO ELEVATOR DOOR JAMBS, PATCH AND REPAIR FINISHES TO MATCH EXISTING. SZ216A G | | FPRE~OF 2 0
(16) PROVIDE TEMPORARY B LABEL 1 1/2 HR HOLLOW METAL 3'-0" x 6'-8" x 1 3/4" DOOR AND HOLLOW METAL FRAME FOYER 2
ASSEMBLY. <511 - |
(T7) PROVIDE TEMPORARY HEAT DETECTION INSIDE TEMPORARY RATED ENCLOSURE TIED INTO THE EXISTING SIMPLEX SYSTEM. NEW 24"x48" FIRE RATED | , __”
e amer HNICTAN : EMS SUPPLY BEDROOM, BEDROOM, KEY PLAN
_ ACCESS DOOR : i
(18) TEMPORARY RELOCATE EXISTING CEILING HUNG/MOUNTED WIFI, SECURITY, OCCUPANCY SENSORS, DEVICES, ETC. FROM ESTING. 2HR 2191 ON CALL ON CALL L
UNDER TEMPORARY RATED ENCLOSURE. COORDINATE TEMPORARY LOCATION WITH HOSPITAL PRIOR TO REMOVAL. RATED SHAFT 2150 2150A
REINSTALL DEVICES BACK TO PRIOR LOCATION AFTER CONSTRUCTION HAS BEEN COMPLETED ON THE CURRENT FLOOR. ERVICE - .
PATCH AND REPAIR ANY DAMAGED CEILNG TILE/GRID TO MATCH EXISTING, “VATOR
5015 D. W, D.W.
REMOVE EXISTING CYLINDER, ”
INSTALL NEW CYLINDER PER NEW 24'x48" FIRE RATED 1 1/2 HOUR 'B | ”_”,_
SECTION 083113 KEYED T aee ACCESS DOOR PAINT TO MATCH pdE o M __ _ S — :
LABEL ACCESS DOOR, PAINT TO MATCH A — g 5 T 1T T n e ——— TR pr—
VAMC MASTER KEY m«mamg.J CYISTING WALL FINISH. w 7
PAINT PLASTER W CORNER. GUARD PAINT PLASTER / ASS. o mnmpmm. , >
M . < ....”_” ) [
\\ TO MATCH EXISTING - PAINT PLASTER — - u/m\j u%é ) \ _ruo,_M% . . B mc_ml_u_zo 1 - mmoozo _Hroom
" / NEW HANDRAIL/GUARD ) = 7 El | \AT.2/ STAE 1747 = -0
bl _ 9 s =
2 % \ TO MATCH EXISTING Iﬁuif,frfhfrif. % f/ % e
. — e NP N hi
N NEW WALL BUMPER \ 8 5 % - ,"
i L NEW 2ZHR RATED TEMPORARY
N\ e TO MATCH EXISTING — — < -~ PARTITION ENCLOSURE, REF DN UP
Wf oS ASS. TO DETAIL 3/A1.1 PASS. 3003
L EXISTING BASE EXISTING BASE V. #2 BBy ELEV. #4
A FXISTING DOOR /FRAME B EXISTING DOOR/FRAME (0 2014 3011
TO REMAIN TO REMAIN
\A1.2/ seALE 1/4" = 10" -
=i g
e C
a Hin!
W L. ..
REMOVE EXiSTING CYLINDER, M
INSTALL NEW CYLINDER PER NEW 247x48" FIRE RATED 1 1/2 HOUR 'B \ “ T o g iaw‘_aaw 3 ¥
SECTION 083113 KEYED TO LABEL ACCESS DOOR, PAINT TO MATCH ; H
) ] : HEAT DETECTION: (NOTE 17
VAMC MASTER KEY SYSTEM, EXISTING WALL :zmm.J T - : :
S0 B L !Q‘J A PROVIDE HEAT DETECTION IN THE TEMPORARY ENCLOSURE TIED INTO THE EXISTING SIMPLEX SYSTEM. ALL
| PAINT PLASTER w. - [ FQUIPMENT AND COMPONENTS SHALL BE NEW AND THE MANUFACTURES CURRENT MODEL. ALL EQUIPMENT SHALL BE
: BAINT PLASTER OAINT PLASTER —— an TESTED AND LISTED BY UNDERWRITERS LABORATORIES, INC. FOR USE AS PART OF A FIRE ALARM  SYSTEM. THE
i 1 = x AUTHORIZED REPRESENTATIVE OF THE MANUFACTURE OF THE MAJOR EQUIPMENT SHALL CERTIFY THAT THE
J/ NEW CORNER GUARD ) 2 w INSTALLATION COMPLIES WITH ALL MANUFACTURERS’ REQUIREMENTS AND THAT SATISFACTORY TOTAL  SYSTEM OPERATION
/ | TO MATCH EXISTING ( Z z HAS BEEN ACHIEVED.
N\ i - - . :
. NEW WALL BUMPER / __\,\ = YSICIAN Ww:wmﬂ ROOM CHECK IN i HEAT DETECTORS SHALL BE OF THE ADDRESSABLE RESTORABF: RATE CONPENSATED FIXED-TEMPERATURE
N = TO MATCH EXISTING ; - I >0 4 5103 5157 SPOT TYPE.
b ! /_F el KEY PLAN 2. DETECTORS SHALL HAVE 2 MINMUM SMOOTH CEILING RATING OF 2,500 SQUARE FEFT (230 SQUARE
FXISTING BASE NEW %%@i%%g , EXISTING BASE METERS)
EXISTING DOOR/FRAME| A TO MATCH EXISTING B “EXISTING DOOR/FRAME C 3. INTERMEDIATE TEMPERATURE RATED (200 DEGREES F {93 DEGREES C)) HEAT DETECTORS SHALL BF
10 REMAIN TO REMAIN UTILIZED.
C. INSTALLATION SHALL BE IN ACCORDANCE WITH NFPA 70, 72, 90A AND AS RECOMMENDED BY THE MAJOR
FQUIPMENT MANUFACTURE.  FIRE ALARM WIRING SHALL BE INSTALLED IN CONDUIT AND ALL PENETRATIONS OF
9 mwlm<>.._..om _lomm< m_...m<>s:ozw - s_.._lzmo “H*loom S - — . : B mc:..omzo SMOKE AND FIRE BARRIERS SHALL BE PROTECTED.
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DEMOLITION / CONSTRUCTION NOTES
EXISTING WALL TO REMAIN, @.Emm AND REPAIR AS REQUIRED 10O zﬁwm EXISTING.

CUT INTO EXISTING RATED MASONRY SHAFT FOR NEW RATED ACCESS PANEL, PATCH AND MATCH EXISTING PLASTER FINSH
ON RATED MASONRY INFILL. PRIME AND PAINT WALL FROM BASE TO CEILING AND FROM INSIDE/OGUTSIDE CORNER TO
INSIDE /OUTSIDE CORNER, COLOR TO MATCH EXISTING.

EXISTING DOOR, FRAME, AND HARDWARE TO REMAIN. PROTECT DURING DEMOLITION AND CONSTRUCTION
ACTIVITIES. PREPARE FRAME SURFACE FOR NEW PAINT. REPAINT, COLOR TO MATCH EXISTING.

EXISTING BASE TO REMAIN. PROTECT DURING DEMOLITION AND CONSTRUCTION ACTIVIES.  PATCH AND REPLACE ANY
: DAMAGED BASE TO MATCH EXISTING.

REMOVE AND REINSTALL ELECTRICAL WALL OUTLET ADJACENT TO NEW ACCESS PANEL.  PATCH
AND REPAIR WALL TG MATCH EXISTING.

REMOVE EXISTING HANDRAILS AND BUMPERS AS REQUIRED TO INSTALL THE NEW RATED ACCESS
DOOR AND FRAME. PROVIDE NEW HANDRAILS AND BUMPERS 1O MATCH EXISTING.

EXISTING FLOOR FINISH TO REMAIN. PROTECT DURING DEMOLITION AND CONSTRUCTION
ACTIVITES. PATCH AND REPLACE ANY DAMAGED FLOGR FINISHES TO MATICH EXISTING.

EXISTING ACT CEILING SYSTEM TO REMAIN. PROTECT DURING DEMOLITION AND CONSTRUCTION ACTIVIES. REPLACE ANY
DAMAGED CEILING TILE AND GRID SYSTEM TO MATCH EXISTING.

EXISTING SOFFIT/HEADER TO REMAIN, PROTECT DURING DEMOLITION AND CONSTRUCTION ACTIMITIES.

REMOVE EXISTING PAIR DOORS AND RELATED HARDWARE FOR FUTURE REINSTALL. INSTALL TEMPORARY 44" WIDE RATED
DOOR LEAF WITH SURFACE MOUNTED CONTINUOUS HINGE, LEVER HARDWARE AND CLOSURE, DOOR RATING TO MATCH
EXISTING.  PROVIDE ADDITIONAL TEMPORARY RATED LEAF WITH FLUSH BOLT TO INFILL EXISTING OPENING OF EXISTING H.M.
O gt FRAME. FIELD VERIFY ALL DIMENSIONS.

REMOVE EXISTING PAIR DOORS AND RELATED HARDWARE FOR FUTURE REINSTALL. INSTALL NEW 38" WIDE DOOR LEAF
WiITH SURFACE MOUNTED CONTINUGUS HINGE, LEVER HARDWARE AND CLOSURE, DOOR RATING TO MATCH EXISTING.

© PROVIDE ADDITIONAL TEMPORARY RATED LEAF WITH FLUSHBOLT TO INFILL EXISTING OPENING OF EXISTING H.M. FRAME.
FIELD VERIFY ALL DIMENSIONS.

PROVIDE TEMPORARY 90 MIN. FIRE DAMPER FOR DUCT EXHAUST THRU WALL. COORINDATE SIZE AND LOCATION OF
OPENING WITH ACM ABATEMENT CONTRACTOR.

TEMPORARILY RELOCATE EXISTING FIRE EXTINGUISER FROM CLOSET TO TEMPORARY RATED WALL ENCLOSURE, PROVIDE NEW
FIRE EXTINGUISER HOOK. REINSTALL FIRE EXTINGUISER INTO CLOSET AFTER CONSTRUCTION HAS BEEN COMPLETED ON
THE CURRENT FLOOR. PROVIDE AND INSTALL NEW WALL HUNG HOOK.

TEMPORARILY RELOCATE EXISTING FIRE EXIT PLAN SIGN TO TEMPORARY RATED WALL ENCLOSURE WITH WALL HUNG
AFTACHMENT.  REINSTALL FIRE EXIT PLAN SIGN BACK TO PRIOR LOCATION AFTER CONSTRUCTION HAS BEEN COMPLETED ON
THE CURRENT FLOOR. PROVIDE AND INSTALL NEW WALL HUNG HOOK.

TEMPORARILY RELOCATE EXISTING CEILING HUNG "ELEVATOR RECALL" DEVICE FROM UNDER TEMPORARY RATED ENCLOSURE.

REINSTALL "ELEVATOR RECALL" DEVICE BACK TO PRIOR LOCATION AFTER CONSTRUCTION HAS BEEN COMPLETED ON THE
CURRENT FLOOR. REPAIR OR REPLACE ALL DAMAGED CEILING TILE TO MATCH EXISTING. REMOVE EXISTING CYLINDER,

PROVIDE TEMPORARY 2 HR RATED SHAFT WALL ENCLOSURE AT ELEVATOR DOOR OPENING, DO NQT FASTEN OR m,_m%mw zommsw ‘_m%mmmmmo nw% NEW 24"x48" FIRE RATED 1 1/2 HOUR B’
MECHANICALLY ATTACH SYSTEM TO ELEVATOR DOOR JAMBS, PATCH AND REPAR FINISHES TO MATCH EXISTING. LABEL ACCESS DOOR, PAINT TO MATCH

VAMC MASTER KEY SYSTEM.
PROVIDE TEMPORARY B LABEL 1 1/2 HR HOLLOW METAL 3'—0" x 8'-8" x 1 3/4” DOOR AND HOLLOW METAL FRAME PAINT PLASTER 7 EXISTING WALL FINISH. =)

ASSEMBLY. ' —— PAINT PLASTER
PROVIDE TEMPORARY HEAT DETECTION INSIDE TEMPORARY RATED ENCLOSURE TIED INTO THE EXISTING SIMPLEX SYSTEM, / PAINT PLASTER ——— _.“_ .

©©

MAINTAIN
EXISTING 2HR
RATED mIPﬂa.J/

©

1L NEW 24"x48" FIRE RATED
/L 11/2 HOUR ’'B" LABEL
ACCESS DOOR

@

@ ©@

@

NEW 2HR RATED TEMPORARY
PARTITION ENCLOSURE, REF
TO DETAIL 3/A1.1

o

LOBBY

@ ©® ©

rorm—r—

& @

S

TEMPORARY RELOCATE EXISTING CEILING HUNG/MOUNTED WIFl, SECURITY, OCCUPANCY SENSORS, DEVICES, ETC. FROM 4 “
UNDER TEMPORARY RATED ENCLOSURE. COORDINATE TEMPORARY LOCATION WITH HOSPITAL PRIOR 10 REMOVAL.
o REINSTALL DEVICES BACK TO PRIOR LOCATION AFTER CONSTRUCTION HAS BEEN COMPLETED ON THE CURRENT FLOOR. N (AN

PATCH AND REPAIR ANY DAMAGED CEIING TILE/GRID TO MATCH EXISTING. ,,,/ / o
" N
N S

N N :
/rmx@_zm BASE L EXISTING BASE “___
A EXISTING DOOR/FRAME : EXISTING DOOR/FRAME C _

TO REMAIN TO REMAIN

/3 ELEVATOR LOBBY ELEVATIONS - FOURTH FLOOR
é SCALE 1/4” = 1'-0
/1 BUILDING 1 - FOURTH FLOOR

\A1.3/ SCALE 1/4" = 10
REMOVE EXISTING CYLINDER, D

INSTALL NEW CYLINDER PER NEW 24”x48" FIRE RATED 1 1/2 HOUR ‘B’
SECTION 083113 KEYED TO NEW HANDRAIL/GUARD LABEL ACCESS DOOR. PAINT TO MATCH .
T NEW 24°x48" FIRE RATED VAMC MASTER KEY SYSTEM. TO MATCH EXISTING .

/' 11/2 HOUR 'B’ LABE NEW HANDRAIL/GUARD EXISTING WALL mzmj 1

ACCESS DOOR U _ TO MATCH EXISTING
= “ — — [

PAINT PLASTER 2 PAINT PLASTER -~

~
?:wﬁsr

8 -3'FIELD VERIFY
~

8'-3" FIELD VERIFY

4154 “u_w_ a1 o4

4155
4152

S

w AR
DER COMMON
AGE CIRC. CORRIDOR

S5—C—4A

CORRIDOR

MAINTAIN
EXISTING 2HR
RATED SHAFT

ELEVATOR
S—2
5015

A

PAINT PLASTER

NEW CORNER
GUARDS TO N
MATCH EXISTING

L EXISTING
TO REMAIN

8 —4"FIELD VERIFY

7'~3" FIELD VERIFY
-

-8

N
QMHHHHHHU mwﬁ

i

g 18]

L
NEW WALL BUMPER NEW WALL BUMPER EXISTING BASE
WAITING | T0 MATCH EXISTING A TO MATCH EXISTING B EXISTING DOOR /FRAME

5100 1O REMAIN

EXISTING BASE _‘Am< _U_I>Z E
/4 ELEVATOR LOBBY ELEVATIONS - FIFTH FLOOR
N = \ é SCALE 1/4” = 1'-0"

ELEVATOR

41
5013

ELEVATOR

#3
5012

I

HEAT DETECTION: (NOTE 17}

NEW 2HR RATED TEMPORARY: -

FELEVATOR PARTITION ENCLOSURE, REF “— ELEVATOR
TO DETAIL 3/A1.1

#2 44
. 5014 HOBBY 5071

A PROVIDE HEAT DETECTION IN THE TEMPORARY ENCLOSURE TIED INTO THE EXISTING SIMPLEX SYSTEM. ALL
FQUIPMENT AND COMPONENTS SHALL BE NEW AND THE MANUFACTURES CURRENT MODEL. ALL EQUIPMENT SHALL BE
I TESTED AND LISTED BY UNDERWRITERS LABORATORIES, INC. FOR USE AS PART OF A FIRE ALARM  SYSTEM. THE
AUTHORIZED REPRESENTATIVE OF THE MANUFACTURE OF THE MAJOR CQUIPMENT SHALL CERTIFY THAT THE
INSTALLATION COMPLIES WITH ALL MANUFACTURERS' REQUIREMENTS AND THAT SATISFACTORY TOTAL  SYSTEM OPERATION
N HAS BEEN ACHIEVED.

B. HEAT DETECTCRS:
1. HEAT DETECTORS SHALL BE OF THE ADDRESSABLE RESTORABEL RATE CONPENSATED FIXED-TEMPERATURE
SPOT TYPL.

7. DFTECTORS SHALL HAVE A MINIMUM SMOOTH CFILING RATING OF 2,500 SQUARE FFET (230 SQUARF
N, . METERS)

.o 1) 3. INTERMEDIATE TEMPERATURE RATED (200 DEGREES F (93 DEGREES C)) HEAT DETECTORS SHALL BE

; UTILIZED.

C. INSTALLATION SHALL BE IN ACCORDANCE WITH NrPA 70, 72, G0A AND AS RECOMMENDED BY THE MAJOR
EQUIPMENT MANUFACTURE.  FIRE ALARM WIRING SHALL BE INSTALLED IN CONDUIT AND ALL PENETRATIONS OFf
SMOKE AND FIRE BARRIERS SHALL BE PROTECTED.

'BUILDING 1 - FIFTH FLOOR _ :

ok KEY PLAN 00% CONSTRUCTION DOCUMENTS

Drawing Title Project Title Date \\
moser | 11-02-2012 o
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DEMULITIUN 7 CUNDS IRUUHTUN NUIED

EXISTING WALL TO REMAIN, PATCH AND REPAIR AS REQUIRED TC WATCH EXISTING.

CUT INTO EXISTING RATED MASONRY SHAFT -FOR NEW RATED ACCESS PANEL, PATCH AND WATCH EXISTING PLASTER FINSH
ON RATED MASONRY INFILL. PRIME AND PAINT WALL FROM BASE 7O CEILING AND FROM INSIDE/OUTSIDE CORNER TO
INSIDE /OUTSIDE CORNER, COLOR TO MATCH EXISTING.

EXISTING DOOR, FRAME, AND HARDWARE TO REMAIN. PROTECT DURING DEMOLUITION AND CONSTRUCTION
ACTIVITIES. PREPARE FRAME SURFACE FOR NEW PAINT.  REPAINT, COLOR TO MATCH EXISTING. M

EXISTING BASE TO REMAIN. PROTECT DURING DEMOUTION AND CONSTRUCTION ACTIMIES.  PATCH AND REPLACE ANY
DAMAGED BASE TO MATCH EXISTING.

REMOVE AND REINSTALL ELECTRICAL WALL OUTLET ADJACENT 7O NEW ACCESS PANEL.  PATCH
AND REPAIR WALL TO MATCH EXISTING.

REMOVE EXISTING HANDRAILS AND BUMPERS AS REQUIRED TO INSTALL THE NEW RATED ACCESS
DOOR AND FRAME. PROVIDE NEW HANDRAILS AND BUMPERS TO MATCH EXISTING. SERVICE

EXISTING FLOOR FINISH TO REMAIN. PROTECT DURING DEMOLITION AND CONSTRUCTION ELEVATOR
ACTWVITES. PATCH AND REPLACE ANY DAMAGED FLOOR FINISHES TO MATCH EXISTING, 5015

EXISTING ACT CEILING SYSTEM TO REMAIN. PROTECT DURING DEMOLITION AND CONSTRUCTION ACTIVIES.  REPLACE ANY
DAMAGED CEILING TILE AND GRID SYSTEM TO MATCH EXISTING.

EXISTING SOFFIT/HEADER TO REMAIN, PROTECT DURING DEMOUITION AND CONSTRUCTION ACTIVITIES.

REMOVE EXISTING PAIR DOORS AND RELATED HARDWARE FOR FUTURE REINSTALL. INSTALL TEMPORARY 44" WIDE RATED
DOOR LEAF WITH SURFACE MOUNTED CONTINUOUS HINGE, LEVER HARDWARE AND CLOSURE, DOOR RATING TO MATCH .
EXISTING.  PROVIDE ADDITIONAL TEMPORARY RATED LEAF WITH FLUSH BOLT TO INFILL EXISTING OPENING OF EXISTING H.M. DASS.
FRAME. FIELD VERIFY ALL DIMENSIONS. i

FLEV. #1

REMOVE EXISTING PAIR DOORS AND RELATED HARDWARE FOR FUTURE REINSTALL. INSTALL NEW 36 WIDE DOOR LEAF :
WITH SURFACE MOUNTED CONTINUOUS HINGE, LEVER HARDWARE AND CLOSURE, DOOR RATING TO MATCH EXISTING. _ 6013
PROVIDE ADDITIONAL TEMPORARY RATED LEAF WiTH FLUSHBOLT TO INFILL EXISTING OPENING OF EXISTING H.M. FRAME. :
FIELD VERIFY ALL DIMENSIONS.

PROVIDE TEMPORARY 90 MIN. FIRE DAMPER FOR DUCT EXHAUST THRU WALL. COORINDATE SiZE AND LOCATION OF
OPENING WITH ACM ABATEMENT CONTRACTOR. ! NEW 2HR RATED TEMPORARY
—3 PARTITION ENCLOSURE, REF

TEMPORARILY RELOCATE EXISTING FIRE EXTINGUISER FROM CLOSET TO TEMPORARY RATED WALL ENCLOSURE, PROVIDE NEW PASS. TO DETAIL 3/At1.1 PASS.
FIRE EXTINGUISER HOOK. REINSTALL FIRE EXTINGUISER INTO CLOSET AFTER CONSTRUCTION HAS BEEN COMPLETED ON |
THE CURRENT FLOOR. PROVIDE AND INSTALL NEW WALL HUNG HOOK. ELEV. #2 ELEV. LOBBY ELEV. #4

TEMPORARILY RELOCATE EXISTING FIRE EXIT PLAN SIGN TO TEMPORARY RATED WALL ENCLOSURE WITH WALL HUNG 1 6014 6011
ATTACHMENT.  REINSTALL FIRE EXIT PLAN SIGN BACK TO PRIOR LOCATION AFTER CONSTRUCTION HAS BEEN COMPLETED ON .
THE CURRENT FLOOR. PROVIDE AND INSTALL NEW WALL HUNG HOOK.

TEMPORARILY RELOCATE EXISTING CEILING HUNG "ELEVATOR RECALL™ DEVICE FROM UNDER TEMPORARY RATED ENCLOSURE. | —

REINSTALL "ELEVATOR RECALL™ DEVICE BACK TO PRIOR LOCATION AFTER CONSTRUCTION HAS BEEN COMPLETED ON THE
CURRENT FLOOR. REPAIR OR REPLACE ALL DAMAGED CEILING TILE TGO MATCH EXISTING.

PROVIDE TEMPORARY Z HR RATED SHAFT WALL ENCLOSURE AT ELEVATOR DOOR OPENING, DO NOT FASTEN OR _ SNFFRT kq A B L
MECHANICALLY ATTACH SYSTEM TO ELEVATOR DOOR JAMBS, PATCH AND REPAIR FINISHES TO MATCH EXISTING. ey B .- - ANE—

PROVIDE TEMPORARY B LABEL 1 1/2 HR HOLLOW METAL 3'-0" x 6 -8" x 1 3/4" DOOR AND HOLLOW METAL FRAME e L

_. _ A

PROVIDE TEMPORARY HEAT DETECTION INSIDE TEMPORARY RATED ENCLOSURE TED INTO THE EXISTING SIMPLEX SYSTEM. .h.r:..e_«_i_._.,.k/
LDING 1 - SIXTH FLOOR

G KEY PLAN

HEAT DETECTION: (NOTE 17)

A PROVIDE HEAT DETECTION IN THE TEMPORARY ENCLOSURE TIED INTO THE EXISTING SIMPLEX SYSTEM. ALL
EQUIPMENT AND COWPONENTS SHALL BE NEW AND THE MANUFACTURES CURRENT MODEL. ALL EQUIPMENT SHALL BE
TESTED AND LISTED BY UNDERWRITERS LABORATORIES, INC. FOR USE AS PART OF A FIRE ALARM SYSTEM.  THE
AYTHORIZED REPRESENTATIVE OF THE MANUFACTURE OF THE MAJOR EQUIPMENT SHALL CERTIFY THAT THE
INSTALLATION COMPLIES WITH ALL MANUFACTURERS' REQUIREMENTS AND THAT SATISFACTORY TOTAL  SYSTEM OPERATION
HAS BEEN ACHIEVED.

)

ELEV. LOBBY

B.  HEAT DETECTORS:
1. HEAT DFTECTORS SHALL BE OF THF ADDRFSSABLE RESTORABFL RATE CONPENSATED FIXED-TFMPERATURE
SPOT TYPE.
2. DETECTORS SHALL HAVE A MINIMUM SMOOTH CEILING RATING OF 2,500 SQUARE FEET (230 SQUARE A
METERS)
3. INTERMEDIATE TEMPERATURE RATED (200 DEGREES F (93 DEGREES C)) HEAT DETECTORS SHALL BE
UTILIZED.

MAINTAIN EXISTING
2HMR RATED SHAFT

@

.ﬁiuzmé 24"x48" FIRE RATED
1 1/2 HOUR "B’ LABEL
ACCESS DOOR

CLOSET
6220

o

C. INSTALLATION SHALL BE IN ACCORDANCE WITH NFPA 70, 72, 90A AND AS RECOMMENDED BY THE MAJOR
FQUIPMENT MANUFACTURE.  FIRE ALARM WIRING SHALL BE INSTALLED IN CONDUTT AND ALL PENETRATIONS OF
SMOKE AND FIRE BARRIERS SHALL BE PROTECTED.

D.W.

TSTAIR #3
6003

@ @ @

PASS.
ELEV. #3
6012

0 _. ;

TOILET

® @ © 00

&)

(&)

TEMPORARY RELOCATE EXISTING CEILING HUNG/MOUNTED WIFI, SECURITY, OCCUPANCY SENSORS, DEVICES, ETC. FROM
UNDER TEMPORARY RATED ENCLOSURE. COORDINATE TEMPORARY LOCATION WITH HOSPITAL PRIOR TO REMOVAL.
REINSTALL DEVICES BACK 10 PRIOR LOCATION AFTER CONSTRUCTION HAS BEEN COMPLETED ON THE CURRENT FLOOR.

PATCH AND REPAIR ANY DAMAGED CEWING TILE/GRID TO MATCH EXISTING.

REMOVE EXISTING CYLINDER,
INSTALL NEW CYLINDER PER
SECTION 083113 KEYED TO
VAMC MASTER KEY SYSTEM.

| — PAINF—

[ §
. PAINT
PAINT L L ASTER PLASTER

PLASTER ’

NEW 24x48" FIRE RATED 1 1/2 HOUR '8’
LABEL ACCESS DOOR, PAINT TO MATCH OCIATES
EXISTING WALL FINISH. — 8

STORE RM
6217A

\
7-8"

NEW 247x48" FIRE RATED MAINTAIN EXISTING D
1 1/2 HOUR 'B’ LABEL ZHR RATED SHAFT ]

ACCESS DOOR .
0]

1
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™
§—4" FIELD VERIFY
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8'-4" FIELD VERIFY
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i | 1

D.W.| | D.W.

R ———

616
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REMAIN TO REMAIN 7015

/3 ELEVATOR LOBBY ELEVATIONS - SIXTH FLOOR
é SCALE 1/4" = 1'-0"

I

PASS.
ELEV. #1
NEW 247x48" FIRE RATED 1 1/2 HOUR 'B' NEW 247x48" FIRE RATED 1 1/2 HOUR '8 7013

LABEL ACCESS DOOR, PAINT TO MATCH LABEL ACCESS DOOR, PAINT TO MATCH
EXISTING WALL FINISH. EXISTING WALL FINISH. Vi

I _ ——  PAINT PLASTER PAINT
PAINT PLASTER PAINT PLASTER PLASTER —
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7012

i NEW 2HR RATED TEMPORARY | |
— PARTITION ENCLOSURE, REF &
PASS. TO DETAIL 3/A1.1 PASS.
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DEMOLITION / CONSTRUCTION NOTES

@ CUt

ON RATED MASONRY

® @

DAMAGED BASE TO MATCH EXISTING.

AND REPAIR WALL TO MATCH EXISTING.

@ ©

DOOR AND FRAME.

@ ® ©

EXISTING.
FRAME. FIELD VERIFY ALL DIMENSIONS,

®

FIELD VERIFY ALL DIMENSIONS.

FIRE EXTINGUISER HOOK.

©@ ©® 6

ATTACHMENT.

®

CURRENT FLOGCR.

& @

ASSEMBLY.

® ®@

UNDER TEMPORARY RATED ENCLOSURE.

NEW 24x48" FIRE RATED 1 1/2 HOUR 'B’
LABEL ACCESS DOOR, PAINT TO MATCH

PROVIDE TEMPORARY 90 MIN. FIRE DAMPER FOR DUCT EXHAUST THRU WALL.
OPENING WITH ACM ABATEMENT CONTRACIOR.

TEMPORARILY RELOCATE EXISTING FIRE EXTINGUISER FROM CLOSET TO TEMPORARY RATED WALL ENCLOSURE, PROVIDE NEW
REINSTALL FIRE EXTINGUISER INTO CLOSET AFTER CONSTRUCTION HAS BEEN COMPLETED ON
THE CURRENT FLOOR. PROVIDE AND INSTALL NEW WALL HUNG HOOK.

TEMPORARILY RELOCATE EXISTING FIRE EXIT PLAN SIGN TO TEMPORARY RATED WALL ENCLOSURE WITH WALL HUNG
REINSTALL FIRE EXIT PLAN SIGN BACK TO PRIOR LOCATION AFTER CONSTRUCTION HAS BEEN COMPLETED ON
THE CURRENT FLOOR. PROVIDE AND INSTALL NEW WALL HUNG HOOK.

TEMPORARILY RELOCATE EXISTING CEMING HUNG "ELEVATOR RECALL" DEVICE FROM UNDER TEMPORARY RATED

REINSTALL "ELEVATOR RECALL”™ DEVICE BACK TO PRIOR LOCATION AFTER CONSTRUCTION HAS BEEN COMPLETED ON THE
REPAIR OR REPLACE ALL DAMAGED CEILING TILE TO MATCH EXISTING.

PROVIDE TEMPORARY 2 HR RATED SHAFT WALL tNCLOSURE AT ELEVATOR DOOR OPENING, DO NOT FASTEN OR
MECHANICALLY ATTACH SYSTEM TO ELEVATOR DOOR JAMBS, PATCH AND REPAIR FINISHES TO MATCH EXISTING.

PROVIDE TEMPORARY B LABEL 1 1/2 HR HOLLOW METAL 3'-0" x 6'-8" x 1 3/4" DOOR AND HOLLOW METAL FRAME

@ FXISTING WALL TO REMAIN, PATCH AND REPAIR AS REQUIRED TO MATCH EXISTING.

INTO EXISTING RATED MASONRY SHAFT FOR NEW RATED ACCESS PANEL, PATCH AND MATCH EXISTING PLASTER FINSH
INFILL.  PRIME AND PAINT WALL FROM BASE TO CEILING AND FROM INSIDE/OUTSIDE CORNER TO
INSIDE /OUTSIDE CORNER, COLOR TO MATCH EXISTING.

EXISTING DOOR, FRAME, AND HARDWARE TO REMAIN. PROTECT DURING DEMOLITION AND CONSTRUCTION
ACTIMITIES. PREPARE FRAME SURFACE FOR NEW PAINT.

EXISTING BASE TO REMAIN. PROTECT DURING DEMOLITION AND CONSTRUCTHON ACTWIES.

REMOVE AND REINSTALL ELECTRICAL WALL CUTLET ADJACENT TO NEW ACCESS PANEL.

REMOVE EXISTING PAIR DOORS AND RELATED HARDWARE FOR FUTURE REINSTALL.
DOOR LEAF WITH SURFACE MOUNTED CONTINUOUS HINGE, LEVER HARDWARE AND CLOSURE, DOOR RATING TO MATCH
PROVIDE ADDITIONAL TEMPORARY RATED LEAF WITH FLUSH BCLT TO INFILL EXISTING OPENING OF EXISTING HM.

REMOVE EXISTING PAIR DOORS AND RELATED HARDWARE FOR FUTURE REINSTALL.
WITH SURFACE MOUNTED CONTINUOUS HINGE, LEVER HARDWARE AND CLOSURE, DOOR RATING TO MATCH EXISTING.
PROVIDE ADDITIONAL TEMPORARY RATED LEAF WITH FLUSHBOLT TO INFILL EXISTING OPENING OF EXISTING HM. FRAME.

REPAINT, COLOR TO MATCH EXISTING.

REMOVE EXISTING HANDRAILS AND BUMPERS AS REQUIRED TO INSTALL THE NEW RATED ACCESS
PROVIDE NEW HANDRAILS AND BUMPERS TO MATCH EXISTING.

EXISTING FLOOR FINISH TO REMAIN. PROTECT DURING DEMOLITION AND CONSTRUCTION
ACTIVITES. PATCH AND REPLACE ANY DAMAGED FLOOR FINISHES TO MATCH EXISTING.

EXISTING ACT CEILING SYSTEM TO REMAIN. PROTECT DURING DEMOLITION AND CONSTRUCTION ACTVIES.
DAMAGED CEILING TILE AND GRID SYSTEM TO MATCH EXISTING.

EXISTING SOFFIT/HEADER TO REMAIN, PROTECT DURING DEMOLITION AND CONSTRUCTION ACTIMITIES.

PATCH

PATCH AND REPLACE ANY

REPLACE ANY

INSTALL TEMPORARY 44" WIDE RATED

INSTALL NEW 36" WIDE DOOR LEAF

COORINDATE SIZE AND LOCATION OF

ENCLOSURE.

PROVIDE TEMPORARY HEAT DETECTION INSIDE TEMPORARY RATED ENCLOSURE TIED INTO THE EXISTING SIMPLEX SYSTEM.

TEMPORARY RELOCATE EXISTING CEILING HUNG/MOUNTED WIFI, SECURITY, OCCUPANCY SENSORS, DEVICES, ETC. FROM

COORDINATE TEMPORARY LOCATION WITH HOSPITAL PRIOR 10 REMOVAL.

REINSTALL DEVICES BACK TO PRIOR LOCATION AFTER CONSTRUCTION HAS BEEN COMPLETED ON THE CURRENT FLOOR.
PATCH AND REPAIR ANY DAMAGED CEILING TILE/GRID TO MATCH EXISTING.
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KEY PLAN

HEAT DETECTION: (NOTE 17)

A. PROVIDE HEAT DETECTION IN THE TEMPORARY ENCLOSURE TIED INTO THE EXISTING SIMPLEX SYSTEM. ALL
FQUIPMENT AND COMPONENTS SHALL BE NEW AND THE MANUFACTURES CURRENT MODEL. ALL EQUIPMENT SHALL BE
TESTED AND LISTED BY UNDERWRITERS LABORATGRIES, INC. FOR USE AS PART OF A FIRE ALARM SYSTEM.  THE
AUTHORIZED REPRESENTATIVE OF THE MANUFACTURE OF THE MAJOR EQUIPMENT SHALL CERTIFY THAT THE
INSTALLATION COMPLIES WITH ALL MANUFACTURERS' REQUIREMENTS AND THAT SATISFACTORY TOTAL  SYSTEM OPERATION
HAS BEEN ACHIEVED.

B. HEAT DETECTORS:

A EXISTING DOOR/FRAME € SERVICE : @, Aolies Daor. 1B I, HEAT DETECTORS SHALL BE OF THE ADDRESSABLE RESTORABEL RATE CONPENSATED FIXED-TEMPERATURE
TO REMAIN FLEVATOR f e | £ SPOT TYPE.
| @M 2. DETECTORS SHALL HAVE A MINIMUM SMOOTH CEILING RATING OF 2,500 SQUARE FEET (230 SQUARE
_ 9015 \ D.W. D.W. METERS)
b ELEVATOR LOBBY ELEVATIONS - EIGHTH FLOOR @ _ CSTAIR #3 3. INTERMEDIATE TEMPERATURE RATED (200 DEGREES F (93 DEGREES C)) HEAT DETECTORS SHALL BE
\A1.5/ SCALE 1/4" = 10" D@ JTILIZED.
40
1o @& _ C. INSTALLATION SHALL BE IN ACCORDANCE WITH NFPA 70, 72, 90A AND AS RECOMMENDED BY THE MAJOR
— i FQUIPMENT MANUFACTURE. FIRE ALARM WIRING SHALL BE INSTALLED IN CONDUIT AND ALL PENETRATIONS OF
- SMOKE AND FIRE BARRIERS SHALL BE PROTECTED.
PASS. PASS. i
NEW 247x48” FIRE RATED 1 1/2 HOUR '8’ > M/\.Z\
LABEL ACCESS DOOR, PAINT TO MATCH FLEV. #1 FLEV. #3 . RESEARCH
EXISTING WALL FINISH.
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